






IMPORTANT SAFETY INSTRUCTIONS 
Please follow the instructions below so as not to damage the unit. 

SHIFT LINE does not accept responsibility for any damage caused by not following these instructions.
When transporting or storing the unit at temperatures below 0 ºC, it is necessary to keep the unit at room temperature for at least 1 hour 

before switching it on. When connecting the unit to other equipment, use cables specifically designed for this type of connection. Do not use faulty 
or damaged cables. 

DANGER! HIGH VOLTAGE!
DO NOT DISASSEMBLE THE UNIT ON YOUR OWN! DO NOT SWITCH ON AN OPENED-UP UNIT! 

DO NOT SWITCH ON THE UNIT IF THE 12AX7  TUBE IS NOT INSTALLED.
CONNECTING AN EXTERNAL POWER SUPPLY ADAPTER:

Plug in the external power supply adapter only after assembling the whole signal chain! Before using the adapter, make sure that its body, 
connecting cable and plug function properly and are not damaged. First, connect the adapter’s low-voltage jack to the power supply input on the 
unit’s left side panel, then plug the adapter in the electric mains socket. 

DISCONNECTING THE EXTERNAL POWER SUPPLY ADAPTER: 
When finished using the unit, unplug the external power supply adapter from the electric mains socket, then disconnect the adapter’s low-voltage 

jack from the power supply input on the unit’s left side panel. 

REPLACING THE TUBE: 
Disconnect the unit from the power supply and wait at least 3 minutes. Remove the 4 screws holding the unit’s back panel. Take out the buffer 

holding the tube in place. Remove the tube by gently rocking it from side to side; do not apply any extra force! Insert the new tube (12AX7 or its 
analogue). Put the buffer back in its place. Close the back panel and secure it in place with the 4 screws. 

ATTENTION!
The unit contains no user-serviceable parts. Refer all servicing to qualified service personnel.

WARNING! 
In order to avoid malfunctioning, do not expose the unit to liquid or moisture. Water or other liquids should not get inside the unit. Do not put 

liquid-filled vessels on top of the unit. 

WARRANTY POLICY: 
Electronics: 3 years, starting with the date of purchase;
Parts subject to load (potentiometers, buttons, switches, jacks) and the pre-installed 12AX7 tube: 1 year, starting with the date of purchase.
Units damaged as a result of abuse, such as (but not limited to): excessive force usage, unauthorized repair attempts, usage of an improper 

power source, exposure to liquid, improper grounding or overheating, are NOT subject to warranty repair. 

Warranty and post-warranty repair is conducted only at our service center in Saint Petersburg, Russia. For more information regarding our 
warranty policy, feel free to contact us:

Phone: +7(812)987-69-74, +7(812)987-69-75
E-mail: info@shift-line.com www.shift-line.com


